GIOVE: a new detector setup for high sensitivity germanium spectroscopy at shallow depth by unknown
Eur. Phys. J. C (2015) 75:531
DOI 10.1140/epjc/s10052-015-3704-2
Regular Article - Experimental Physics
GIOVE: a new detector setup for high sensitivity germanium
spectroscopy at shallow depth
G. Heusser1,a, M. Weber1,b, J. Hakenmüller1, M. Laubenstein2, M. Lindner1, W. Maneschg1, H. Simgen1,
D. Stolzenburg1, H. Strecker1
1 Max-Planck-Institut für Kernphysik, Saupfercheckweg 1, 69117 Heidelberg, Germany
2 Laboratori Nazionali del Gran Sasso, Via G. Acitelli 22, 67100 Assergi, AQ, Italy
Received: 12 July 2015 / Accepted: 25 September 2015 / Published online: 9 November 2015
© The Author(s) 2015. This article is published with open access at Springerlink.com
Abstract We report on the development and construction
of the high-purity germanium spectrometer setup GIOVE
(Germanium Inner Outer VEto), recently built and now oper-
ated at the shallow underground laboratory of the Max-
Planck-Institut für Kernphysik, Heidelberg. Particular atten-
tion was paid to the design of a novel passive and active
shield, aiming at efficient rejection of environmental and
muon induced radiation backgrounds. The achieved sensitiv-
ity level of≤100µBq kg−1 for primordial radionuclides from
U and Th in typical γ ray sample screening measurements
is unique among instruments located at comparably shallow
depths and can compete with instruments at far deeper under-
ground sites.
1 Introduction
1.1 Low-level germanium spectroscopy
Low-level γ spectroscopy with germanium (Ge) detectors
has become an essential tool for material screening in rare
event physics experiments. These demand lowest possi-
ble radioactivity concentrations near their target or detector
array [1,2]. Typical examples are searches for solar neutri-
nos, neutrinoless double beta decay and dark matter.
Amongst others, there is the double beta decay experiment
GERDA [3] and the dark matter search project XENON [4],
both including participation of the Max-Planck-Institut für
Kernphysik (MPIK) in Heidelberg, Germany.
Compared to other methods, such as mass spectrometry
or neutron activation, Ge spectroscopy provides a more com-
prehensive method of material screening by collecting infor-
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mation about all contributing radioisotopes in a single energy
spectrum. As a further advantage, material screening can be
performed in a nondestructive way without complex sample
treatment. Due to their environmental origin the primordial
radioisotopes 232Th, 238U and 40K represent the most promi-
nent sources of contamination in common materials. Con-
cerning the two former isotopes, only Ge spectroscopy is
capable of measuring the concentration of the most intensely
γ ray emitting progenies near the end of their respective
decay chains—in particular 208Tl and 214Bi. This enables a
unique method to determine whether the secular equilibrium
is broken or not. It also provides information about the cur-
rent state of equilibrium by comparing the concentrations
of the chain progenies 228Ac (representing its parent 232Th)
and 234mPa (representing the 238U chain) to those of the
previously mentioned nuclides. This is of particular impor-
tance e.g. in the case of 232Th, 228Ra, 228Ac and the 228Th
sub-chains because the time scale for noticeable changes in
activity ratios is well within the duration of a typical low-
background experiment.
The best available low-level Ge spectrometers are oper-
ated deep underground and reach specific count rate sensi-
tivities up to 10µBq kg−1 [5]. This, however, requires long
counting periods of up to 100 days. Consequently, several
spectrometers must be run simultaneously in order to serve
the needs of various experiments. The mentioned sensitivity
is achieved by four detectors, named GeMPI, which were
developed by MPIK and are operated at the LNGS under-
ground facility in Assergi, Italy, below ∼3800 meters of
water equivalent (m w.e.) [5,6]. Besides them, there are three
spectrometers of an earlier generation operated at the MPIK
shallow underground laboratory (15 m w.e.) [7]. They are
about 100 times less sensitive than the GeMPI setups. The
present GIOVE detector is designed to significantly lower
the background at our near surface location by combining
efficient measures of active and passive radiation shielding.
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By this means, we aim at bridging the gap between shallow
depth and deep underground counting facilities.
1.2 Design principles of GIOVE
The main objective of GIOVE is to enable unprecedented
sensitivity in the 100 µBq kg−1 range in low-level radioac-
tivity measurements of large screening objects at a shallow
depth of only about 15 m w.e. At this depth the muon flux is
reduced only by a factor of ∼2 to 3 [8]. Therefore, the aimed
background suppression requires a cosmic muon veto effi-
ciency of ≥99 % as well as the ability to reduce the neutron
induced background component as much as possible. The
latter component consists mainly of delayed de-excitation
lines of the isomeric states 71mGe, 73mGe and 75mGe, which
are produced by neutron capture on Ge inside the detector.
Figure 1 shows a schematic view of the multi-layer concept,
designed to approach the reduction of the two mentioned
background sources.
Plastic scintillator detectors are chosen for the muon veto
system because they feature high photon yield and fast signal
response. Moreover, they provide a similar neutron thermal-
ization power as polyethylene (PE), which is often used for
moderation (see also Sect. 2.2). We opted for a two layer
structure of plastic scintillator plates. One layer aligned to
the outer shield surface and the other surrounding the detec-
tor center. In this way muons escaping detection through
outer edges and corners, or only causing an energy deposi-
tion below the sensitive threshold, have still a chance to be
recorded by the inner plates.
Fig. 1 Cut-away view of the GIOVE detector and shield. Different
layers for radiation absorption (Pb, Cu), neutron moderation (PE) and
active vetoing (red colored areas) form a shell structure to efficiently
lower the background count rate in the central Ge crystal. More details
provided in the text
The outer veto system is supposed to suppress background
events also from secondary processes which are induced by
muons crossing the setup only peripherally. In total seven
individual plastic scintillator plates are arranged such that
they provide maximum angular coverage from all direc-
tions except the floor, which has to withstand the ton-scale
weight of the entire shield. The lateral scintillator plates
are placed behind the outermost layer of Pb in order to
achieve an improved separation of recorded muon signals
from the high energy tail of the environmental γ ray spec-
trum and, thus, avoid sizable live time loss from an other-
wise increased veto count rate. A further advantage of this
alignment is that we expect the most efficient moderation of
muon induced neutrons by placing the moderating materials
directly behind the Pb layer, as predicted by initial Monte
Carlo (MC) neutron simulations to find the optimal layer
sequence. Due to mechanical constraints the same imple-
mentation was not applicable for the top part of the shield
setup and plastic scintillator plates had to be left uncovered by
additional Pb.
Complementary, the inner veto consists of six individual
plates, each 5 cm in thickness, together forming a cubic shell
structure that encloses the innermost copper (Cu) chamber
from all sides (4π coverage). Placed inside the shield, under-
neath the Pb brick layers, an almost complete suppression of
external γ rays allows for a fairly low veto trigger thresh-
old to achieve very high muon tagging efficiency. Due to
the reduced trigger rate it is further possible to prolong the
event-based veto hold-off to hundreds of µs and, hence, reject
delayed de-excitations of neutron-induced Ge isomers even
more efficiently.
Like any component close to the Ge detector the inner veto
system has to be constructed of especially radio-pure mate-
rials, i.e. with low levels of intrinsic radioactivity, to avoid
an increase of the total background level. Line background
rates caused by primordial radionuclides below 1 d−1 in the
Ge detector are pursued. This requires similar precaution as
taken in the construction of the GeMPI detectors [5]. Special
measures also relate to the manufacture of the cryostat sys-
tem near the Ge crystal and inner shield, made of high purity
Cu with only short cosmogenic sea level exposure. We also
applied electron-beam welding wherever possible as well as
electropolishing before the final assembly under clean room
conditions. All other materials have been selected carefully
after performing Ge γ ray screening.
The constraint to keep the target mass for muonic neutron
production low requires that the total shield should be as
compact as possible. However, it must remain sufficiently
large to attenuate the intensity of the 2.6 MeV γ line emitted
from the laboratory walls. This resulted in three layers of
5 cm Pb, 4 layers of 5 cm moderation material — either of
B loaded PE or of plastic scintillator — and about 7 cm Cu
plus 2 cm steel as supporting structure.
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The radon (Rn) suppression system of GIOVE is con-
figured such to avoid time delays at the beginning of mea-
surements due to the decay of unequilibrated Rn or Rn pro-
genies. Depending on the structure of the sample (solid,
powder or liquid) and the decaying Rn isotope, the neces-
sary enclosure time of the sample may last several hours
(222Rn-progenies 214Pb, 214Bi), days (220Rn-progeny 212Pb)
or even weeks (222Rn) before any conclusive measurement
can be taken. Therefore, each sample is placed into a gas-
tight Cu container of (249 × 249 × 216) mm3 dimensions
with a central cylindrical recess of Ø103 mm×124 mm to fit
around the detector end cap (effective volume about 12.4 l).
The containers are flushed with boil-off nitrogen (N2), evap-
orating from an outside storage tank, before being sealed.
Next, the container is transferred through a N2 pressurized
air lock into a glovebox system under slight overpressure.
Here, it can be stored until the accumulated radionuclides
from Rn decay on the container surface have completely
decayed, or – in the case of samples with high emanation
rate – until the equilibrium between 226Ra and 222Rn is
re-established.
2 Shield design and construction
2.1 Inner and outer muon veto
An important specification for the implementation of an effi-
cient muon veto system is a high signal yield which provides
satisfying discrimination between γ and muon signals and,
thus, allows us to minimize the amount of dead-time caused
by γ rays and accidental triggers. This turns out to be par-
ticularly important in case of the external veto layers, which
are more strongly exposed to environmental γ ray activity. A
sufficient mechanical and long-term stability is also required
to ensure steady operation without need to open the pas-
sive shield once the construction is finished. These combined
specifications resulted in our choice of the plastic scintillator
type EJ-200.
Because of its approved low radiation background perfor-
mance in the XENON100 dark matter experiment [4] and
its compact dimensions we employ Hamamatsu photomul-
tiplier tubes (PMTs) R8520 as scintillation light detection
devices in the inner veto system. These instruments feature
an 1 square inch sensitive photocathode adapted to the emis-
sion wavelength of the applied plastic scintillator.
Before purchase and implementation of the inner veto sys-
tem extensive studies have been performed in order to opti-
mize the scintillation light collection efficiency (LCE) and
its spatial homogeneity in the employed plastic scintillator
plates. As a side constraint the number of PMTs, necessary
for scintillation light read-out, is supposed to be small in
order to maximize the sensitive target area of the veto. We
approach the optimization problem by two complementary
means:
1. A cosmic ray muon telescope setup was built to mea-
sure the scintillation light signal response depending on
the spatial position where muons traverse the scintillator
plates [9]. A threefold coincidence condition is applied
to constrain the area of muon incidence on the surface
within a few cm2: Simultaneous signal appearance is
required in the actual scintillator volume and within two
additional Ø2 in × 2 in cylindric plastic scintillator detec-
tors placed vertically above and below along a common
axis. The muon induced light emission in the central
detector is recorded with the mounted R8520 PMT and
the coincidence spectrum is evaluated for various well-
localized positions of the telescope.
2. A custom-made light propagation simulation, named
LuxIter, has been developed to predict the expected
number of photons arriving on a defined active surface
after being isotropically emitted from a fixed spatial loca-
tion or along a certain initial track [10]. The program is
capable of handling any custom-made geometry based on
planar boundaries. The simulated photon tracing consid-
ers optical light absorption, parameterized by the specific
light attenuation length at the maximum emission wave-
length (λ ≈ 380 cm for type EJ-200), and light reflec-
tion at boundaries, determined by the refractive indices
of interfacing materials (n = 1.58 for common plastic
scintillators).
The results of the LCE simulation are verified using data
acquired with the muon telescope. Since the absolute photon
yield of the measured muon signals is unknown we compare
only relative signal amplitudes between different light emis-
sion positions. The predicted relative yields agree very well
with measured data—showing position dependent relative
deviations of <5 % for simple plate geometries and <10 %
for more complicated structures (non-rectangular edges and
volume cuttings) [9]. Very similar experimental agreement
was found in further cross-checks using collimated γ cali-
bration sources placed on the scintillator surface. The consis-
tency of these comparisons encouraged us to apply the LCE
simulation for a study of various mounting configurations,
e.g. different numbers of PMTs, their fixture and inclina-
tion angles. If only one single read-out PMT is considered
the optimal configuration (highest photon gain and LCE uni-
formity) is obtained for a PMT placement inside a corner
recess with its photo-cathode window pointing towards the
center of the plate. The application of more than one PMT
per scintillator plate is finally disfavored as the total LCE is
already sufficient for setting an effective muon threshold and
any additional device would increase mounting complexity,
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Fig. 2 A typical spectrum measured using one of the inner veto plastic
scintillators underneath a 5 cm Pb layer. The muon peak is clearly sep-
arated from the high energy tail of γ rays from environmental radioac-
tivity
introduce further radio-impurities and reduce the effective
area of the scintillator.
For the outer veto system we rely on commercially avail-
able, large area scintillator plates with integrated single PMT
read-out, manufactured by Scionix Holland BV. The mounted
PMT type ELT 9900 provides an enhanced 2π photo-cathode
sensitivity. The performance of the outer plates is likewise
tested and approved for muon peak separation and signal
uniformity before installation.
The entire muon veto system is supposed to reject muon
induced signals in the Ge detector with an efficiency ≥99 %.
At the same time, the total veto trigger rate is required
to remain low to minimize the accumulated Ge detector
dead-time. The excellent separation power between the high
energy tail of natural radioactivity γ rays and the mean muon
energy deposit is depicted by a typical pulse-height spectrum
in Fig. 2, taken by one of the plastic scintillator plates under-
neath 5 cm of Pb shield. For each subsystem, the individual
discriminator thresholds are defined such to constrain the rate
of high energy γ events, leaking into the muon acceptance
range, to ≤2000 d−1. At that rate, the dead-time contribution
from accidental γ events is negligibly low.
In order to estimate the corresponding muon tagging effi-
ciency as a function of the individual threshold setting, a ded-
icated coincidence setup with two scintillator plates on top
of each other, separated by a 5 cm thick layer of Pb bricks, is
installed. Simultaneous events in both scintillator layers are
considered muon induced since the probability for random
accidental γ events becomes very small. By comparing the
count rates of the tested scintillator with and without apply-
ing the chosen discriminator threshold, the muon acceptance
can be calculated. As a result, all scintillators of the inner veto
show muon acceptance fractions higher than 96 %. The num-
ber provides a lower bound on the acceptance expectation for
the completed shield setup, because some muon events in the
test setup deposit only a small amount of energy by crossing
only the edges of the scintillator. Such muon events, how-
ever, are likely to be identified by another scintillator within
the 4π shield setup of GIOVE.
For the outer veto a similar but simplified procedure is
applied: For each scintillator plate, the trigger rate is mea-
sured as a function of an increasing discriminator threshold.
At some value, the observed rate dropped notably, which is
interpreted as crossing the endpoint of natural γ radioactivity
at 2.6 MeV. This set point was chosen to serve as the lower
discrimination threshold for subsequent muon veto opera-
tion. Still exposed to a much higher trigger rate from the
outer veto scintillators, an anti-coincidence gate window of
82µs is applied to keep the summed dead-time contribution
of the whole veto system below an aimed threshold of ∼2 %.
For the implementation of in total 13 veto signal channels
in the final GIOVE setup, programmable discriminator NIM
modules were designed and custom-made at MPIK, and are
used to generate one single veto gate signal. The boards are
also capable of performing any logical combination of their
input/output signals and can generate a final gate signal of
adjustable length in time. The eventual performance of the
muon veto system inside the completed detector shield will
be part of our discussion in Sect. 4.1.
2.2 Neutron attenuation
Ambient neutrons contribute to background counts in the
GIOVE detector via nucleon capture or (in)elastic scatter-
ing on the Ge crystal. While the primary neutron compo-
nent of the cosmic radiation is considerably suppressed by
the ∼15 m w.e. overburden above the shallow depth labo-
ratory, there are two further production schemes: Neutrons
from nuclear spallation, induced by cosmic muon interaction
inside the passive detector shield and surrounding walls, and
radiogenic neutrons from (α,n) reactions or spontaneous fis-
sion of natural uranium (U) and thorium (Th) isotopes [8].
In order to stop these neutrons efficiently, compact neutron
moderators and absorbers are needed. Compounds made of
hydrogenous organic materials, such as PE and paraffin, and
elements with a high thermal neutron capture cross section,
such as boron (B) or lithium (Li), are widely used in nuclear
physics experiments and radiation protection shields for this
purpose.
To obtain a reliable quantification of the neutron flux atten-
uation through different pure and B loaded PE absorbers
we perform a series of measurements in a dedicated neu-
tron source tabletop experiment. Along a common line
of sight we place a broad-band 241AmBe neutron source
(∼ 7.4×105 s−1), up to several layers of absorption material
and a Ge counter to detect inelastic neutron events on top
of the ambient γ spectrum. The available absorptive plates
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Fig. 3 Neutron attenuation with varying absorber thickness, relative to
the no absorber measurement, as measured in the linear test setup (refer
to text for details). We present results for pure and B loaded PE used as
attenuation material. Long-dashed lines represent an exponential fit to
the observed rate decline. The short-dashed line is for illustration only
and represents a cubic-spline interpolation of the thermal neutron data
for the pure PE absorber
had dimensions of about (50 × 30) cm2 area and 5 cm/8 cm
thickness each, and the total distance between source and
detector was about 45 cm. Additional Pb bricks around the
source location are placed to shield from intense γ ray activ-
ity of the 241Am decay. For each absorber configuration the
signal strength of inelastic neutron reactions on the Ge target
is measured. We separately analyze count rates from char-
acteristic γ rays emitted after the neutron capture reactions
72Ge(n, γ )73mGe (53 keV) and 74Ge(n, γ )75mGe (140 keV).
We evaluate also the inelastic 72Ge(n, n′)73mGe scattering
process at ∼ 691 keV. While the two former reactions feature
large cross sections for thermal neutrons at low kinetic ener-
gies, the latter process is only viable for relatively fast neu-
trons above the energy transfer threshold of the metastable
73mGe. We make use of this property to distinguish between
interactions of fast and slow neutrons on the Ge target.
Figure 3 shows a summary of the most relevant results
of the attenuation measurement. All count rates evaluated
from the various inelastic neutron reactions are normal-
ized to the case of no absorber placed. As expected, the
relative flux of the fast neutron component decreases as a
function of the PE absorber thickness because the initial
kinetic energy spectrum is effectively shifted from MeV ener-
gies (the broad-band 241AmBe source spectrum has a mean
energy of ∼5 MeV [11]) into the thermal range. This explains
why the relative rate of thermalized neutrons is first observed
to rise above the zero absorption level if only pure PE plates
are placed between source and detector. Otherwise, using B
loaded (5 %) PE, the converted thermal neutrons are attenu-
ated almost as efficiently as the high energetic ones.
In our setup, a complete suppression of the neutron flux
is impossible because attenuation acts only within the solid
angle covered by the absorber plates and cannot prevent neu-
trons from backscattering off ambient walls. We account for
this constant background in our proposed fit model of the
normalized number of neutron counts n(d) as a function of
absorber thickness d,
n(d) = 1 − f ·
(
1 − e−d/ l
)
.
Thereby, it is assumed that only the fraction f of events
passes through the actual absorption layers. We derive the
mean attenuation length l = (6.9 ± 0.7)cm and l = (5.1 ±
0.2)cm for the thermal and fast neutron components, respec-
tively, from the fitted data of the B loaded (5 %) PE, presented
in Fig. 3 (best fit functions shown by long-dashed lines). In
doing so, the fraction f is allowed to float in the fit, amounting
to 75 % (89 %) for the thermal (fast) measured neutron com-
ponents. The small difference in f is not surprising given the
expected variations in background scattering patterns from
the two classes of kinetic neutron energy.
We conclude that only the absorber loaded PE will help
to diminish both the thermal and high energetic part of the
neutron flux in the passive shield setup of GIOVE. Having
determined that the mean absorption length is considerably
less than 10 cm we decide that already three 5 cm layers of B
loaded PE in every direction would provide a sufficient miti-
gation of the expected neutron induced background, thereby
preventing the shield dimensions from becoming too bulky.
The here presented straight direction measurements are
also confirmed by subsequent studies, adding layers of B
loaded PE on top of an existing 4π closed Pb shield con-
struction, equipped with another Ge spectrometer inside. We
deduce from this measurement that the sequential ordering
of Pb and PE layers has no significant impact on the neu-
tron attenuation power. This motivates our choice of having
at least one layer of Pb shield be placed between the inner
detection chamber of GIOVE and the innermost layer of PE
to suppress any effect from radio-impurities in the neutron
absorber (see Sect. 2.3).
2.3 Radio-purity and material selection for the Ge detector
and shield
The central part of the detector is a Ø80 mm × 80 mm Ge
diode of 2.1 kg mass, which was produced in 2004 with less
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than one week of sea level exposure in the framework of the
GERDA [3] experiment. It had been stored since then in the
HADES underground facility in Mol, Belgium, until it was
used for GIOVE.
We know from experience that hardly any material nor-
mally used in Ge detectors and shield construction is reliably
radio-pure in the main primordial radionuclides at levels of
0.01 to several mBq kg−1. Only electrolytic Cu seems to be an
exception. A former Cu cryostat of the Heidelberg-Moscow
experiment [12] has been refurbished for GIOVE. A new
holder and end cap are machined from high purity Cu to fit
around the crystal. The conical seal between the cryostat hat
and the end cap is equipped with an O-ring to improve the
long term vacuum stability. Like for the GeMPI detectors
the cooled field-effect transistor (FET) assembly is shielded
against the detector by a small brick made from low activity
Pb (see also Fig. 5, right).
Our low background goal eventually requires all inner
materials used near the Ge detector to be screened and to
fulfill a high radio-purity level. The level should not exceed
the 2.6 MeV external γ ray line contribution after attenua-
tion through the GIOVE Pb and Cu shield. Depending on the
mass of the individual object the applied screening sensitivity
ranges from some 10µBq kg−1 (LNGS) to about 1 mBq kg−1
(MPIK). The tolerable activity level is relaxed with increas-
ing distance from the crystal. All samples undergo careful
cleaning procedures after being machined, as e.g. described
in Ref. [13] for stainless steel. Plastic pieces are cleaned using
only isopropanol. A selection of the most important screen-
ing results is presented in Table 1 and is discussed below in
sequence.
Two different types of plastic scintillators are measured
as aliquot samples for the inner veto system and EJ-200 was
found superior to NE-102A from an earlier NaI(Tl) spec-
trometer [14]. A steel frame of the former NaI(Tl) system
was foreseen as supporting structure for the heavy shielding
block. Fortunately, its screening resulted in one of the most
radio-pure steel samples we had ever measured [13]. Origi-
nally, this steel batch was selected for the GALLEX shield-
ing tank [15], which explains the labeling. Like in the former
shield setup the steel frame holds the inner plastic scintil-
lator plates. Small items of the cryostat, like the insulation
beaker directly around the crystal or the sliding guidance
pads used for the shielding block and the sample chamber,
are made from high-density PE (HDPE, commercial name
TECAFINE PE 10). Also the B loaded moderation plates
are manufactured from HDPE. Only 226Ra can be identified
as a positive signal in this HDPE sample. Slightly positive
results in some of the tested radioisotope concentrations of
the PMT R8520-106 Mod are tolerable due to the fact that for
the inner veto system only one of them is used per scintillator
plate (Sect. 2.1).
A major effort remarked the search for B or Li compounds
which satisfy the radio-purity expectations and which are
chemically stable against the elevated temperature of the PE
polymerization process. Li or B admixed to the PE are consid-
ered because of their high cross-section for thermal neutron
capture with a low γ emission yield at the same time (see also
Sect. 2.2). Many measurements of various, mainly B loaded
compounds, and also tests of PE polymerization with admix-
ture of these at the company Profilan have finally resulted
in the boron oxide (B2O3) listed in Table 1. It still shows a
rather high 40K concentration. This prevented us from the
original plan of placing 5 cm borated PE around the inner
copper chamber to shield against neutrons produced also in
the innermost 5 cm Pb layer. As depicted in Fig. 1, two layers
of borated (3 %) PE have to be separated from the Ge detector
by 5 cm of Pb to compensate for the high 40K concentration
level of the admixed B2O3. The optimal B concentration (also
to save costs) is evaluated with moderation measurements
performed with the Ge spectrometer Corrado [16], which is
also operated in the MPIK underground facility. The relative
intensity of 71mGe, 73mGe and 75mGe, excited by residual
neutrons, is measured for PE samples with variable B con-
centrations of 1, 3, 5 and 10 %. The samples fully occupy
the sample chamber of about 11 l. Compared to our eventual
Table 1 Radio-impurity concentration of various materials tested for
the GIOVE setup. The upper four measurements were performed at
LNGS using the GeMPI-1 detector. The lower three samples were
screened using our existing low-level Ge detectors Bruno and Corrado
at MPIK. Refer to Fig. 1 for indication at which position of the shield
some of the investigated parts are located
Sample Amount Unit Activity concentration (mBq unit−1)
226Ra 228Th 228Ra 40K
Plastic scintillator NE-102A 7.30 kg 0.96 ± 0.13 9.3 ± 0.3 9.2 ± 0.4 2.2±0.7
Plastic scintillator EJ-200 7.26 kg 0.09 ± 0.05 0.5 ± 0.1 0.4 ± 0.1 1.5±0.5
GALLEX carbon steel 51.2 kg 0.13 ± 0.03 <0.04 0.10 ± 0.04 0.5 ± 0.3
High-density PE (HDPE) 7.76 kg 0.27 ± 0.08 <0.14 <0.50 <3.2
PMT R8520-106 MOD 7 piece 0.36 ± 0.21 <0.4 <0.5 7.4 ± 1.7
B2O3 p.a. for silic. anal. Merck 4.0 kg <1.2 <1.9 <2.3 84 ± 8
Black Lexan scint. coverage 1.43 kg 11 ± 2 <4 <10 116 ± 18
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choice of 3 % admixture there is little or no further reduction
using 5 or 10 % B, respectively. However, with respect to
1 %, the signal rate still decreased by about a factor of 1.5–2.
In the same way, the moderation effect of pure PE and plas-
tic scintillator material is compared and found to be similar
within statistics.
Black Lexan with a thickness of 0.45 mm is used for the
lightproof wrapping of the scintillator plates, together with
black tape. Taking into account its overall low mass contribu-
tion, the 40K activity is comparable to that of the scintillator
itself.
2.4 Glove-box system and shield construction
The sequence of moderator plates and plastic scintillators
enlarges the shield in such a way that the sample is not directly
accessible from outside, as it is the case for the GeMPI detec-
tors. This has affected the design of the shield and of the
glove-box system on top of it. Figure 4 shows the entire
setup.
A sample is typically placed outside of the system in a
Cu container, resting on a motion platform with ballcast-
ers mounted underneath. Next, the container is transferred
through the antechamber into the glove-box. After being
Fig. 4 Schematic of the entire GIOVE setup with one sample cham-
ber mounted underneath the shield block and another one inside the
antechamber. The total height is 2.45 m, including the glove-box
turned by 90◦ its conical top fits into the counter part of
the lifted shield block. In this locked position the motion
platform can be removed and the sample chamber (still con-
nected to the shielding block) can be lowered into the final
counting position. This motion is performed through a rope
and controlled by a ceiling mounted spindle-drive. Finally,
the topmost veto counter is slid over the lowered shield
block – as shown in Fig. 1 – and the measurement can be
started.
Inside the glove-box there is storage space for all four con-
structed sample containers, which are sitting on their motion
platforms. In the radon free N2 atmosphere long term pro-
tection against plate-out activity and dust is assured. More-
over, Rn, which is incorporated in the sample or could not be
removed during the original N2 purging of the container, as
well as plated out Rn progenies, continue to decay (see also
Sect. 1.2).
The N2 purge gas enters through a Teflon tube, which is
installed below the cryostat arm and ends directly under the
detector head. Thus, the gas flow permanently vents through
the sample chamber into the glove-box volume. An addi-
tional N2 supply on top of the glove-box can be turned
on, if necessary. Surplus N2 leaves the box through a bub-
bler vessel and ensures to maintain an overpressure of about
2–5 mbar. Using the same sealed canal underneath the cryo-
stat a second tube enables the insertion of a wire mounted cal-
ibration source (typically 228Th). Also this tube ends below
the detector head at a fixed position, enabling occasional cal-
ibrations to test the detector energy, resolution and efficiency
stability.
All parts used in the shield construction, e.g. every Pb
brick, have been at least wipe-cleaned with isopropanol.
Every device within the inner veto frame is additionally
treated in ultrasonic bath, cleaned with acid or, if possible,
electropolished. The latter is generally applied for all inner
Cu parts, including the cryostat components next to the crys-
tal. The electropolishing also included the 11 mm thick Cu
plates and the central 0.3 mm Cu caps of the four sample con-
tainers before their assembly using electron-beam or laser
welding. Each of the containers has a Marinelli-like geome-
try and is able to carry up to 150 kg on top of its own weight
of about 35 kg.
The Cu used for GIOVE was purchased together with
other experiments as one batch of type “NOSV” (higher than
99.99 % Cu, except gaseous impurities, e.g. up to 0.04 %
of O2) from the company Aurubis, Germany, and was hot
formed into the required dimensions and partly machined
immediately after the electrolysis at the company Carl
Schreiber, Germany. To guarantee a low cosmogenic acti-
vation level [17,18] the Cu used has always been stored
underground in the MPIK underground laboratory when-
ever it was not needed above ground for machining and
cleaning.
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3 Detector characterization and modelling
3.1 Geant4 detector model
The detector and shield geometry has been implemented
in a full Monte Carlo (MC) simulation using the Geant4-
based toolkit MaGe [19]. MaGe has been developed jointly
by the GERDA and MAJORANA collaborations in order to
adapt simulations to low-energy particle physics. The detec-
tor geometry has been implemented according to the con-
struction plans and measured dimensions of the setup com-
ponents. The vacuum cryostat containing the diode (Fig. 5)
and the entire shield up to the outermost Pb layer have been
implemented in detail [20]. Surface scans allowed us to iden-
tify the actual position and active volume dimensions of the
Ge crystal with high accuracy even after it had been mounted
underneath the cryostat end cap (see Sect. 3.2). The detector
simulation is supposed to serve several purposes:
First, it is used in the routine detector application, most
prominently at determining the collection efficiency of γ rays
from screened samples. The efficiency depends dominantly
on placement, geometry and self-absorption attributes of the
sample as well as of the surrounding materials. All of this
is taken into account by the simulation. In order to keep the
simulation errors on the efficiency as small as possible, sev-
eral parameters (dead-layer thickness, active volume, diode
position) in the simulation need to be adjusted to match real
properties. The corresponding parameters are evaluated in
a comparative study, combining calibration measurements
with simulated data.
Second, the simulation is useful to locate the position of
γ emitting impurities by comparing data and MC generated
spectra of radioactive sources placed at different parts of the
setup.
Third, in future simulations the propagation and impact of
muons and neutrons which penetrate the shield and detector
will be studied to enhance our current understanding of these
processes and their effect on the measured background in the
GIOVE detector.
3.2 Surface scan and dead-layer measurements
In order to achieve reliable and accurate predictions of γ ray
detection efficiencies using MC simulations it is crucial to
model the details of the Ge crystal, including its precise dead-
layer thickness and its exact placement inside the cryostat end
cap.
In a first step, fine-grained scans have been carried out
with a collimated 400 kBq 241Am source to check the posi-
tion of the diode inside the vacuum cryostat using a dedicated
scanning table, originally designed for acceptance tests of the
GERDA Phase II BEGe detectors [21,22]. Horizontal scans
along the top as well as vertical ones along the side of the
diode housing are performed. As a result, it is found that the
diode is slightly off-axis inside the cryostat as illustrated in
Fig. 6. The figure displays the results of scans along circles of
different radii on top of the diode inside the cryostat end cap.
Concerning the scan along the maximum radius of 38 mm,
that is still supposed to lie within the nominal diode bound-
ary (green data points in Fig. 6), the count rate drops in a
certain angular range between 0◦ and 180◦, indicating that
the collimated γ ray beam hits the diode only peripherally—
if at all—at these positions. Figure 7 combines all available
data to show a two dimensional representation of the mea-
sured surface variations on top of the diode. The circle line
represents the cryostat boundary. The two dimensional map
confirms the slightly asymmetric position of the diode. This
has been considered in the implementation of the final detec-
tor geometry, as depicted in the right panel of Fig. 5.
In a second step, measurements to determine the dead-
layer thickness and the active volume are carried out by using
uncollimated 241Am, 133Ba, and 60Co sources. These sources
were placed at different positions around the detector, and the
number of counts for various γ ray lines is measured.
Fig. 5 High detail model of the
Ge diode in the vacuum cryostat
end cap. Left: construction plan,
right: graphic representation of
the simulated setup geometry.
Here the small Pb block (black
line) to shield the Ge crystal
against the FET assembly is
depicted in addition
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Fig. 6 Result from 241Am surface scans of the GIOVE crystal to deter-
mine the dead-layer homogeneity along circles on top of the diode.
Different colors correspond to scans performed at different radii [20]
position x-axis [mm]




























Fig. 7 Combined result of all surface scans on top of the diode. The
color axis represents the measured count rates as a function of position.
Also drawn is a circle which indicates the boundary of the Cu cryostat
end cap [20]
To evaluate the dead-layer thickness, the 241Am and
133Ba sources are employed because the γ radiation of these
sources does not penetrate the diode beyond a few mm. The
intensity of the low-energetic lines is strongly affected by
the dead-layer, while for high-energetic lines the influence is
smaller. Thus the ratio of intensities between high-energetic
and low-energetic lines serves as a measure for the dead-
layer thickness. Using the ratio has the further advantage
that uncertainties in the source activity, source distance and
detector dead-time drop out.
All measurements are simulated with MaGe, assuming
different dead-layer thicknesses. For each individual assump-
tion the same ratio of γ ray line intensities was calculated as
done for the measurement. By comparing the ratios from MC
and data, the dead-layer thickness is obtained as described in
[23]. According to this procedure the average dead-layer size
amounts to (1.5 ± 0.1) mm. The obtained value is ∼1 mm
thicker than the nominal value. However, considering a stor-
age time of the diode at room temperature for about 8 years
(see Sect. 2.3) the observed dead-layer growth is in agree-
ment with ∼0.1 mm/year observed also for other Ge detec-
tors [24–26]. The dead-layer around the borehole cannot be
determined in this way and is set to 0.3µm in the simulations,
according to information from the manufacturer.
Finally, the size of the active detection volume is deter-
mined by comparing the total measured count rate from 60Co
exposure of the detector to results from the simulation. The
1173 and 1333 keV lines of the source are simulated for vari-
able borehole dimensions keeping all other parameters fixed.
The count rate from the simulation is plotted against the cor-
responding active volume and a linear fit is applied [23]. The
comparison with measured data results in a best-fit active
volume of (339 ± 23) cm3, which corresponds to an active
mass of (1.81 ± 0.12) kg.
3.3 Measurement and MC validation of the γ ray detection
efficiency
The detection efficiency, i.e. the probability to detect the
full absorption energy of γ rays emitted from an external
source position, is determined by using several monoener-
getic sources (22Na, 54Mn, 57Co, 65Zn, 109Cd) with activities
in the range of about 10 kBq to 100 kBq. The measurements
are all carried out at the same distance of about 10 cm to the
cryostat end cap in a central position. The efficiency for each
γ energy line is computed as the ratio between the number of
counts detected in the line and the number of γ rays emitted at
that energy. The latter is computed using the known calibra-
tion source activity and the corresponding decay branching
ratio. The results for various absorption lines are plotted as
blue data points in Fig. 8 and fitted with a polynomial loga-
rithmic function divided by energy, which is commonly used
to fit Ge spectrometer efficiency curves [27].
To test the implementation of the Geant4 detector geome-
try (see Sect. 3.1) simulations with exactly the same configu-
ration are carried out. The efficiencies predicted from the MC
method are in excellent agreement with the calibration data
– as also shown in Fig. 8 (red points). The uncertainty of the
simulated values contains systematic effects on the position
and material of the source and on the size of the active Ge
crystal volume. The latter uncertainty is caused by the fact
that high-energetic γ rays illuminate the whole active vol-
ume and are thus more influenced by variations in the bulk
size than low energetic external γ rays, which are detected
predominantly in the superficial regions of the active vol-
ume. All effects combine to a total uncertainty estimate of
about 3 %. The mean absolute deviation between measure-
ments and simulation of (2 ± 1) % is similar to the agree-
ment reached for other Ge detector setups at MPIK, such as
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Fig. 8 Measurement and Geant4 simulation of the γ ray detection
efficiency as a function of energy in the GIOVE setup, determined by
several monoenergetic sources at a distance of about 10 cm from the Ge
detector end cap. Also shown is the relative deviation between simula-
tion and data in the bottom panel
Corrado [26]. Altogether, these results indicate a successful
implementation and optimization of the Ge detector geome-
try in the Geant4 MC code.
4 Detector performance and screening results
In this chapter we present results on the achieved low-
background performance of the GIOVE spectrometer after
finishing the construction of the detector and shield. It
includes an analysis of the remaining background compo-
nents, an evaluation of the achieved sensitivity, and a compar-
ison to other instruments operated both at shallow depth and
deep underground facilities. Preliminary results have been
reported in [28].
4.1 Spectral background analysis
The overall reduction of the external radiation background
measured by the GIOVE spectrometer is presented in Fig. 9
for different stages along the shield integration. The highest
overall rate was recorded before the construction of the pas-
sive shield. The corresponding spectrum features a large vari-
ety of environmental γ ray background lines, most promi-
nently emerging from the decay of 232Th and 238U chain
daughters, and 40K.
After completion of all passive shield layers the count
rate is already suppressed by more than two orders of magni-
tude and most of the natural line contributions from external
radioactivity have disappeared. The continuum and the strong
presence of the 511 keV annihilation peak indicate that the
spectrum is now dominated by muons and muon induced
secondary particle showers (γ , e−, e+, neutrons).
energy [keV]























passive shield + muon veto
Fig. 9 Spectral background comparison of the GIOVE detector for
increasing measures of passive and active shield
The next step in total background reduction is
achieved by the application and optimization of the GIOVE
active muon veto system. The spectrum comprises data
collected in an uninterrupted long-term measurement with
empty sample container over an effective live time of 33
days, already corrected for its ∼2 % dead-time loss. The inte-
gral count rate in the reference interval of (40–2700) keV
has diminished from about 39 min−1 without veto to only
(0.44 ± 0.01) min−1, corresponding to a 89 times reduc-
tion of the background when applying the anti-coincidence
requirement with settings as described in Sect. 2.1. The
achieved suppression corresponds to a muon rejection effi-
ciency at its designed value of ∼99 %. At the same time
as major parts of the prompt muon induced spectrum are
successfully suppressed by the active veto, secondary but
delayed components, such as neutron induced Ge isomer
lines, emerge from the remaining background continuum.
In order to understand the origin and composition of the
remaining background counts, the empty sample chamber
measurement is compared to two further measurements, in
which the sample chamber was either filled with 65.2 kg of
high purity Cu (32.8 d live time) or B loaded paraffin wax
(13.3 d). In all three cases the γ ray line intensities of promi-
nent radioisotopes/isomers in the recorded spectra are stud-
ied. For the definition of regions of interest (ROI) around the
peaks and for the subtraction of background the DIN standard
25482-5 [29] is applied. Besides the statistical uncertainty,
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Table 2 Count rates of γ ray
lines from natural and
anthropogenic radioactivity as
well as induced by muons and
muonic by-products. The rates
obtained in different sample
chamber (SC) configurations are
reported. Mean γ ray line
energies are listed according
to [31]






226Ra 295.22 <1.3 <1.0 <2.0
351.93 1.2 ± 0.5 1.3 ± 0.4 2.1 ± 0.6
609.32 <0.6 <1.1 3.1 ± 0.5
238U 1001.44 <0.5 <0.3 <0.4
228Th 238.63 <1.4 <0.9 2.4 ± 0.8
583.19 <0.5 <0.9 2.0 ± 0.5
2614.51 0.5 ± 0.2 <0.3 1.7 ± 0.3
228Ra 911.21 <0.5 0.8 ± 0.2 1.5 ± 0.4
964.77 + 968.97 <0.6 <0.6 2.0 ± 0.4
40K 1460.82 1.8 ± 0.3 <0.4 3.9 ± 0.5
137Cs 661.66 <0.6 <0.2 0.8 ± 0.4
60Co 1172.24 1.0 ± 0.3 0.6 ± 0.2 0.4 ± 0.3
1332.51 1.1±0.3 0.5 ± 0.2 0.4 ± 0.2
73mGe 53.5 6.6 ± 1.1 6.4 ± 1.0 5.3 ± 1.1
75mGe 139.5 8.8 ± 0.8 10.0 ± 0.7 5.5 ± 1.0
71mGe 198.3 9.3 ± 0.8 9.6 ± 0.7 5.5 ± 0.9
e+e− annih. 511.00 19.3 ± 1.1 17.1 ± 0.8 15.3 ± 0.9
systematic contributions arising from the calibration of peak
positions and full-widths at half-maximum are considered
in the total uncertainty budget. For finite results a coverage
factor k = 1 (68 % confidence level C.L.) is quoted, oth-
erwise a 90 % (k = 1.645) C.L. is chosen to define upper
limits according to [30]. The results on the specific count
rates, normalized in terms of counts per day, are provided in
Table 2.
In the case of the empty sample chamber (third column)
we observe small γ line contributions from the radioac-
tive isotopes 40K, 60Co and from high energetic 2.6 MeV γ
rays emitted in decays of the 228Th daughter nuclide 208Tl.
The rates are in the range of 1.8, 1.0 and 0.5 d−1, respec-
tively. The low count rates in the 226Ra (222Rn) progeny lines
demonstrate the effectiveness of the Rn suppression system.
If the empty sample chamber is no longer flushed with N2
and ambient air with a typical 222Rn concentration of about
60 Bq m−3 is allowed to enter through the opened glovebox,
the intensities of the corresponding γ ray lines rise by more
than two orders of magnitude. On the contrary, if all relevant
provisions described in Sect. 1.2 are taken, the total count rate
is immediately at the value quoted in Table 2 after the sample
insertion. The Ge isomer lines at 53, 139 and 198 keV as well
as the muonic annihilation peak at 511 keV have intensities
of around 7, 9, 9 and 19 d−1.
The fourth column shows the evaluation of the measure-
ment in which the Cu block was placed inside the sample
chamber surrounding the cryostat end cap. Besides a notable
reduction of the integral background rate, the 40K and 208Tl


































Fig. 10 Effect of additional Cu filling the GIOVE sample chamber (red
histogram) on the two most prominent γ ray line background regions
at 40K (left) and 208Tl energies (right). Results indicate that the cause
of remaining line backgrounds (blue histogram) is due to impurities
outside of the cryostat end cap
only upper limits can be found. The outcome clearly indicates
that the signals seen in the empty chamber measurement are
likely caused by remaining contaminations of outer shield
components or from external environmental radiation. Con-
sequently, they do not originate from the cryostat end cap
or from the Ge detector themselves. In the case of 60Co,
the rate drop from 1.0 to 0.5 d−1 indicates that this con-
taminant is likely to be located to some extent outside the
cryostat end cap. We also learn that line intensities com-
ing from the de-excitation of the neutron induced isomeric
Ge states are hardly altered by the presence of Cu, because
its effect on the neutron attenuation length is comparatively
small.
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The fifth column summarizes the count rates obtained after
deployment of a B doped paraffin wax block inside the sam-
ple chamber. While some of the neutron induced metastable
Ge isotopes reach a suppression factor of ∼2, the overall
contribution from natural radioactivity increases by up to a
factor of ∼3. As found in subsequent measurements, other
hydrogen-rich neutron absorbers behave similarly, prevent-
ing their application in close vicinity of the cryostat end cap
as potential shield materials. In this way, the measurement
reported here demonstrates one of the remaining challenges
in the construction of an optimal passive shield for a Ge
detector operated at shallow depth.
4.2 Achieved sensitivity and first γ ray screening
measurements
In this section we determine first the benchmark sensitivity
that can be obtained with the GIOVE detector in measur-
ing smallest activity concentrations of primordial, anthro-
pogenic and cosmogenic decay isotopes in materials. Then
we report on examples of materials that have been screened
with GIOVE.
For the sensitivity determination we evaluate some of the
background measurements presented in the previous section
in a different way. This time we are not interested in the
deconvolution of the different background components for a
given γ ray line. Instead, we want to estimate the benchmark
sensitivity by considering all recorded events in that region
of interest (ROI) as the expectation value for the background
contribution in a subsequent sample measurement. From this
expectation value we calculate the decision threshold (DT)
for the corresponding γ ray line according to [29]. It is clear
that the achievable sensitivity depends on the counting time.
In order to compare measurements of different duration we
normalize all results to a typical standard counting time of
30 days.
In order to convert the numerical value of DT (in counts)
into a threshold activity (in mBq) we need the branching
ratio and the total counting efficiency of the γ ray line under
investigation. The latter one depends strongly on the prop-
erties of the sample, thus a generic number cannot be given.
For the benchmark sensitivity estimation we consider two
reference samples: A 43 mg getter stripe represents the class
of small low-mass samples which can be placed close to the
HPGe crystal. The second class encompasses large volume
and high-density samples, which fill almost the entire sam-
ple chamber. They are represented by the already mentioned
65.2 kg sample of electrolytic copper which was used for the
background study in Sect. 4.1. For both classes the counting
efficiencies are simulated (Sect. 3.1) and the threshold activ-
ities (in mBq) are calculated for each ROI. Whenever sev-
eral γ ray lines belong to the same sub-chain in radioactive
equilibrium they are combined using the weighted average
to obtain the combined threshold activity as the best esti-
mate for the overall sensitivity. Results for the second class
of samples are normalized to the mass of the copper sample.
As seen in the previous section, part of the residual back-
ground radiation is located outside of the sample chamber.
Depending on the size, composition and density of the sam-
ples this fraction of the background radiation may be sup-
pressed by the self shielding effect. For the second class of
samples complete self shielding is always provided in very
good approximation. For the first class of samples this is not
the case, so we quote the sensitivity without self-shielding
(empty sample chamber) and with strong self-shielding (65.2
kg of copper) as the two extreme cases. The results are given
in Table 3.
The absolute threshold activity for class 1 samples lies
slightly above 100 µBq for 60Co and 137Cs and in the range
of few hundred µBq for 226Ra, 228Ra and 228Th. It can be
seen that an additional copper shield in the sample chamber
improves the numbers only a bit, indicating that the chosen
passive shield is well dimensioned and has a high radiopurity.
Table 3 Achievable
sensitivities with the GIOVE
detector for 30 days counting
time. For two classes of samples
the threshold activity for various
radioactive isotopes is
calculated. For class 1 samples
the achievable sensitivity can
vary between the two extreme
cases given in the Table due to




Class 1: Small low-mass samples
represented by getter stripe
Class 2: Large high-density samples
represented by copper block







238U 13 11 4
226Ra 0.20 0.19 0.07
228Ra 0.4 0.4 0.11
228Th 0.4 0.29 0.05
40K 1.8 0.9 0.24
60Co 0.15 0.12 0.026
137Cs 0.12 0.09 0.04
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Table 4 Results of three
representative samples screened
with GIOVE
Sample mass Getter stripe 0.043g Cu block 65.2 kg Stainless steel 36.2 kg
Isotope (mBq) Activity (mBq kg−1) Massic activity Massic activity (mBq kg−1)
238U <13.6 <2.5 <15.8
226Ra <0.32 0.13 ± 0.04 <0.43
228Ra <0.53 0.14 ± 0.06 <0.53
228Th <0.45 <0.06 <0.16
40K 2.6 ± 0.9 <0.26 1.9 ± 0.5
60Co <0.20 0.04 ± 0.01 7.9 ± 0.4
137Cs <0.12 <0.02 <0.24
The only exception is 40K for which the threshold activity is
about a factor of two lower if copper is present (1.8 versus
0.9 mBq). For class 2 samples the sensitivity for 226Ra, 228Ra
and 228Th is in the range of 50–100 µBq kg−1 and around 30
µBq kg−1 for 60Co and 137Cs. It is expected that the quoted
threshold activity for 60Co is a conservative number as copper
contains traces of 60Co due to cosmogenic activation. For
40K the threshold activity is 240 µBq kg−1. To summarize
we can state that the GIOVE design specifications have been
fully accomplished and in particular a sensitivity of ≤100
µBq kg−1 for 226Ra and 228Th has been reached.
From the material samples that have been screened with
GIOVE so far we will here present the results of three repre-
sentative examples: The getter stripe and the copper block,
which have already been mentioned above, and a 36.2 kg
stainless steel sample. All results are summarized in Table 4.
The already introduced 43 mg getter stripe is an active
zirconium alloy deposited on a metallic substrate. The get-
ter is used as a component inside a Hamamatsu PMT of
type R11410-21 which will be employed in the upcoming
XENON1T dark matter experiment. For screening it is placed
directly on the cryostat end cap and surrounded with the
previously discussed Cu block as an additional shield. The
screening measurement lasted 19.3 d. For most radionuclides
only upper limits can be found, but a notable contamination
of (2.6 ± 0.9) mBq for 40K is detectable.
For the evaluation of the activity of the copper sample itself
we use the same spectrum as for the calculation of the thresh-
old activity, but now we process it in the standard way by
estimating the continuous background in each ROI from the
neighbouring channels. Any observable excess would then be
induced by radioactivity in the copper. Due to the efficient
self-shielding effect no line background is subtracted, but we
note that some contamination may still sit in the cryostat and
cannot be (self-)shielded.
Finally, we re-measured 36.2 kg of a stainless steel sheet
that was used for the construction of the cryostat of the
GERDA experiment. The same material has already been
screened with Dario, one of the three first generation spec-
trometers operated at the MPIK [7]. It is denoted as sam-
ple D6 in Ref. [13], in which the old results are published.
The new GIOVE measurement significantly improves these
results in a comparable screening time illustrating its superior
performance. In particular the limits for the 228Ra and 228Th
concentrations of <1.4 and <0.8 mBq kg−1 are lowered to
<0.53 and <0.16 mBq kg−1, respectively.
4.3 Benchmark comparison
In the last section we compare the overall background levels
achieved with the GIOVE setup and other existing spectro-
meters, located at various underground sites and using dif-
ferent shield designs.
One of the initial objectives of the GIOVE design was
to achieve a significant reduction in the muon induced and
radio-impurity related background rate compared to the pre-
vious generation of Ge spectrometers at the MPIK under-
ground laboratory, such as Corrado [16]. The latter has a
comparable Pb and Cu shield thickness but features only
an outer shell active muon veto system, which consists of
several proportional gas ionization wire chambers (coverage
from all sides except from below) [32]. Moreover, there are
no neutron absorptive layers implemented.
A comparison of two long time background measure-
ments with both detectors, each applying its own muon anti-
coincidence system, is included in Fig. 11. All rate spectra
in this plot refer to empty sample chamber measurements
and are given in units of keV−1 kg−1 y−1, i.e. normalized
to the respective active Ge crystal mass. The improvement
of the GIOVE background rate observed in the low energy
region (linear scale plot embedded in Fig. 11) is coherent
up to highest energies relevant for natural γ ray screen-
ing as shown in the full scale plot of Fig. 11. As quan-
tified in Table 5, the integral background rate in the (40–
2700) keV window is reduced by more than a factor of ten to
348 d−1kg−1, mainly by increasing the tagging efficiency of
muons and thus improving the veto performance for prompt
and delayed muon induced signals. Thus, the aimed muonic
background suppression has been successfully achieved. In
addition, the absolute rates of the neutron activated lines are
measured to be ∼70 % lower in the GIOVE setup than in Cor-
rado. The observed suppression factor is therefore in good
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Fig. 11 Comparison of long-term γ ray background measurements
between spectrometers employing various shield concepts at different
laboratory depths. Energy spectra in the most relevant range of γ ray
screening for natural radioactivity within (40–2700) keV are depicted
for the MPIK spectrometers GIOVE and Corrado, and the passive shield
GeMPI device at the LNGS deep underground facility
Table 5 Integral count rates of low-background Ge spectrometers
located in different underground sites. The values are normalized by
the active mass (mact ) of the detectors. Among them, only GIOVE
and Corrado are equipped with active muon veto systems. The sample












GIOVE 1.81 12.4 MPIK, 15 2−3 348 ± 3
Corrado 0.94 11 MPIK, 15 2−3 3661 ± 11
Ge-3 1.24 0.4 HADES, 500 5 × 103 394 ± 2
GeMPI 2.06 15 LNGS, 3800 106 66 ± 1
agreement with the expected drop in signal intensity derived
from the initial neutron attenuation experiment presented in
Sect. 2.2.
In order to evaluate an equivalent (“virtual”) depth
effected by the GIOVE muon veto system, we compare
the shield performance with low-background HPGe detec-
tors operated without active muon vetos at moderately deep
underground sites. Ge-3, for instance, is a 1.2 kg semi-coaxial
HPGe detector located at the HADES underground labora-
tory [33]. The overburden of 500 m w.e. reduces the muon
flux by a factor of ∼5000 compared to sea level [34]. At this
depth and beyond, contributions from natural radioactivity
in shield materials or ambient air start dominating over those
from muons and muon induced by-products (see Figure 1
in [35]). The tight passive shield used for Ge-3 consists of
14 cm of Pb, low in 210Pb, and 14 cm of electrolytic Cu. The
obtained integral count rate for this detector configuration
is 1.1 times higher than the one obtained by GIOVE. An
investigation of the low energy part of the spectrum reveals
– as expected – that longer delayed Ge isomer de-excitations
observed at shallow depths (GIOVE, Corrado) are not present
in Ge-3 [36]. Most of the other ∼10 low-background HPGe
detectors which are operated in HADES and embedded in
different Pb-Cu shield configurations have integral count
rates above ∼400 d−1kg−1 and only in few cases around
∼300 d−1kg−1 [37–39]. The best detection limits for U and
Th reached with Ge detectors in HADES are in the range of
100µBq kg−1, very similar to GIOVE.
Finally we compare GIOVE with the GeMPI detectors
at the LNGS underground facility [5,40]. At their location,
underneath 3800 m w.e. of rock overburden, the muon flux is
suppressed by six orders of magnitude. Similar to the HADES
spectrometers, these low-background HPGe detectors do not
need to be equipped with an active muon veto. Their back-
ground rate level is mostly limited by the finite radio-purity
of the Ge crystal and surrounding shield materials. A 102 d
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lasting GeMPI measurement with empty sample chamber led
to an integral count rate of 66 d−1kg−1, which is ∼5 times
below the one obtained with GIOVE.
5 Summary and outlook
GIOVE, a new Ge spectrometer equipped with a passive
shield consisting of carefully selected radio-pure materials
and a newly developed active muon veto system, has been
successfully built at our shallow depth underground labora-
tory (15 m w.e.).
In a series of background studies we demonstrate that our
original design specifications for the new setup are met. We
obtain a rejection efficiency of prompt signals caused by
muons and muon induced by-products of ∼99 % with an
acceptable dead-time fraction of ∼2 %. Further, the integra-
tion of neutron-absorbing layers allows us to reduce neu-
tron induced signals by ∼70 %. In this way, we are able to
reach integral count rates that are typically obtained at mod-
erately deep underground sites of several 100 m w.e. At such
depths, the muon flux is already strongly suppressed and
natural radioactivity from the environment and construction
materials start to compete with the residual muon induced
signals.
In terms of sensitivity for detecting primordial U and
Th traces in γ ray screening measurements we reach a
level transcending ∼100µBq kg−1, which closes the sen-
sitivity gap between currently existing low background Ge
spectrometers operated at the same depth (1 mBq kg−1)
and in deep underground locations (10µBq kg−1). Since
this sensitivity is high enough for screening a large frac-
tion of materials for recent or future physics experiments,
the installation of new GIOVE-like spectrometers at shal-
low depth would take off load from sparsely available
screening facilities in deep underground locations, reducing
long waits and transportation costs and giving the advan-
tage of easy and more flexible access. Besides advance-
ments in simplifying material screening, the background
levels achieved with the GIOVE setup are attractive for
physics research programs which need low-background con-
ditions but have to be carried out at shallow depths, e.g.
beneath nuclear reactor cores or accelerators close to the sur-
face.
In order to further optimize the novel shield design, we
plan to perform MC simulations of GIOVE to reproduce the
experimental results and understand in detail the creation,
propagation and suppression of radiation background gen-
erated in a heavy element shield. Especially an even more
effective moderation and absorption of neutrons will be of
interest in order to reduce delayed neutron induced signals
from de-excitations of the Ge isomers 71mGe, 73mGe and
75mGe, but also from activated long-lived isotopes such as
68Ge and 60Co. The already established and validated code
can be used to model optimal shield layer combinations as a
function of depth and of available radio-purity of shield com-
ponents to predict the background suppression efficiency of
future instruments both at shallow and deep underground
sites.
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